
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
        DVB is a registered trademark of DVB Project  
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La piattaforma “ALL4DIGIT” si arricchisce di una nu ova serie di 
schede che consentono al sistema digitale di config urarsi ora anche 
come TRASMETTITORE, RIPETITORE e/o ECCITATORE DVB- T/H. 
L’utilizzo di componentistica di ultimissima genera zione unitamente 
allo sviluppo software e firmware completamente rea lizzato dal 
reparto R&D interno alla Eurotek  ha permesso la re alizzazione di 
questa nuova linea di apparati in grado di integrare, all’interno di un 
solo Mainframe, le funzioni di Trasmettitore e/o Ri petitore DVB- T/H 
con la caratteristica UNICA AL MONDO di poter ricev ere segnali in 
Ponte Radio a Microonde da 2- 23 GHz ed irradiarlo utilizzando un 
solo ce stello rack da 19” 1U.  Parti fondamentali del sist ema sono: la 
scheda VHF/UHF (completamente agile in frequenza) c he può essere 
configurata sia come Trasmettitore (EK- DTX/1) che come Ripetitore 
(EK-DTR/1) ed il modulo Amplificatore (EK-AMU/1) en trambi a l arga 
banda ed estraibili per una semplice e rapida manut enzione. 

The “ALL4DIGIT” platform is enriched of a new range  of boards that 
allows to the digital system to configures now also  as 
TRANSMITTER, REPEATER and/or EXCITER DVB- T/H. The use of 
components of the last generation along with software and firm ware 
development completely realized by R&D department i nside Eurotek, 
have permitted the realisation of this new line of equipment able to 
integrate, inside in one Mainframe, the functions o f Transmitter 
and/or Repeater DVB- T/H with the characteristic UNIQUE IN THE 
WORLD to be able to receive signals in Microwave Ra dio Link of 2-
23 GHz and radiate it utilising one rack 19” 1U. Ma in part of the 
system are: VHF/UHF board (completely agile in freq uency) that 
could be configured either as Transmitter (EK- DTX/1) or as Repeater 
(EK-DTR/1) and Amplifier module (EK- AMU/1) both with wide band 
and extractable for a simple and quickly maintenanc e operations.      

EXTERNAL HIGH 
POWER AMPLIFIER 

ASI ASI 

174÷230 MHz 
470÷875 MHz 

CH 36 CH 48 50÷875 MHz 
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GPS 10MHz/1PPS 
(SFN OPERATION) 

GPS 10MHz/1PPS 
(SFN OPERATION) 
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Il Trasmettitore DVB-T/H (EK-MFR/1+EK-DTX/1+EK-AMU/ 1) riceve un segnale ASI e lo converte in banda 
VHF/UHF per la trasmissione in COFDM sia SFN che MF N 
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Il Ripetitore DVB-T/H (EK-MFR/1+EK-DTR/1+EK-AMU/1) può essere utilizzato sia come Transposer 
Rigenerativo CH./CH. che come Transposer con differ enti CH. ingresso / uscita    
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L’Eccitatore DVB-T/H (EK-MFR/1+EK-DTX/1) riceve un segnale ASI e lo converte in banda VHF/UHF fornendo  
in uscita un segnale RF in grado di pilotare Amplif icatori esterni che, grazie al detector presente 

sull’Eccitatore, vengono completamente controllati in potenza  

174÷230 MHz 
470÷875 MHz 
 

ASI 

GPS 10MHz /1PPS 
 (SFN OPERATION) 

ASI 

GPS 10MHz /1PPS 
 (SFN OPERATION) 

CH 36 IN CH 48 OUT 

TO EXTERNAL HIGH POWER 
AMPLIFIER 

DETECTOR FOR ALC 
FUNCTION 
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La flessibilità di utilizzo e le opportunità di con figurazione del rivoluzionario sistema “ALL4DIGIT” sono 
pressoché illimitate e variano in funzione delle sc hede plug-in inserite nel Mainframe. Per conoscere le 

caratteristiche delle schede opzionali disponibili riferirsi alla documentazione generale del sistema 
“ALL4DIGIT”  

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
       Specifications and characteristics are subject to c hange without notice  

TECHNICAL SPECIFICATION  EK-DTR/1 EK-DTX/1 
Input level:    +10 ÷ -10 dBm 
Frequency range:   50-860 MHz 

RMS 
DETECTOR 

Connector:    SMA FEMALE 
Input level:             -20 ÷ -90 dBm  
Frequency range:          50 ÷ 860 MHz  RF 
Connector:  SMA FEMALE with 
+12Vdc for preamplifier (switchable)  

 

Normative:     EN-50083-9 ELECTRICAL 
Connector:     2 x BNC FEMALE ASI 
Input Sensitivity:   400mt Belden 1694A 
Integrated with improved filtering 
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GPS 
Connector:     F FEMALE +5Vdc for ext. preamp. 

STANDARD REF. EN 300 744 
DATA RATE Up to 31.67 Mbit/s according to bandwidth  and modulation mode 
CONSTELLATION QPSK,16 QAM,64QAM 
BANDWIDTH 6 MHz, 7 MHz, 8 MHz 
IFFT 2K, 4K, 8K 
GUARD INTERVAL  1/4, 1/8, 1/16, 1/32 
CODE RATES 1/2, 2/3, 3/4, 5/6, 7/8 
SYNCHRONIZATION MFN,SFN with MIP related operation (ETSI TS 101191) 
AM/PM 
PRECORRECTION 

INCLUDED 

HIERARCHICAL 
MODE 

ALFA 1, ALFA 2, ALFA 4, 

BER Better then 10E-12 
MER Better then 45 dB 
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NIT Automatic managed 
Output level:    -5 ÷ +15 dBm 
ALC Freeze fuction when power out fault 
Frequency range:                           50 ÷ 875 MHz 
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RF 

Connector:    SMA FEMALE 

174÷230 MHz 
470÷875 MHz 

AUDIO/VIDEO OUT GPS 
REFERENCE 

2/23 GHz 
MICROWAVE RX  

2/23 GHz 
MICROWAVE TX  


